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Enhanced Amphenol Junction Box for Solar 
Industry Meets Stringent Requirements 
Cost-effective, versatile box is UL/TUV-approved, has higher IP rating 

 

Sidney, N.Y. June 2011 – Amphenol Industrial, a global leader in solar interconnect 

systems, introduces the cost-effective and versatile Hercules junction box.  This junction 

box series was developed to meet the stringent technical requirements of the solar 

industry, yet offers significant design flexibility.   

 
This UL/TUV approved junction box features a standardized exterior box geometry for 

automated assembly, making it ideal for use on rigid silicon panels used throughout PV 

applications. Hercules features rear alignment with tape and tabs to maintain a low 

breakage rate during robotic assembly and to ensure the long life and quality of the 

solar module. 

 

With an increase in its Environmental Protection Rating to IP67, Hercules features a 

sealed design with improved heat dissipation for better temperature cycling.  The new 

junction box offers either a spring clamp termination with leads that clamp to the inside 

of the junction box or the ability to terminate leads with solder. Hercules junction boxes 

also allow for the use of potting compound to seal the inside of the junction box from 

moisture. 

 

 

 

Hercules junction box diodes can be matched to any photovoltaic (PV) panel’s 

specifications for optimal electrical protection.  Amphenol offers a variety of diodes in 

multiple current ratings. 

mailto:publicrelations@simongroup.com
http://www.amphenol-industrial.com/index.php/helios-hercules-pv-junction-box
http://en.wikipedia.org/wiki/IP_Code


 2  

 

 

The updated junction box is 117 mm x 107 mm x 22 mm, has a temperature range from 

-40°C to +85°C and offers various ranges for contacts and bypass diodes. It has a 

current rating of 20 A and a rated voltage of 1,000 VDC (TUV) and 600 VDC (UL). 

 

Hercules can be used in conjunction with Amphenol’s H4 self-locking connectors.  The 

connectors meet NEC2008 standards; offer a higher current rating and lower power 

loss. 

 

Contact Amphenol directly for pricing.  Delivery is 4 weeks ARO. 

 

For more information, please visit http://www.amphenol-industrial.com or e-mail 
energy@amphenol-aio.com 
 
For high res download and full text:  
http://www.simongroup.com/PressRoom/press-release.php?Job=APL-A-4986 
 
For more news releases: http://www.simongroup.com/PressRoom/amphenol.php 
 

 Subscribe to Amphenol Industrial Operations’ RSS feed. 

 Follow us on Twitter:  Amphenol 

 Become a fan of Amphenol Industrial Operations 
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UPCOMING TRADESHOW:  SolarPower International 2011, Dallas, TX, 10/17-20 
 
READER SERVICE INQUIRIES:  :  Please forward all reader service inquiries to 
Robert Fralicker at Amphenol Industrial Operations, Amphenol Corporation, 40-60 
Delaware Ave, Sidney, N.Y., 13838-1395; e-mail: rfralicker@amphenol-aio.com; Web: 
www.amphenol-industrial.com.   
 
EDITOR’S NOTE:  Amphenol Industrial Operations, headquartered in a 675,000 square 
foot facility in Sidney, N.Y., provides a full range of high reliability connectors and 
interconnection systems specifically for the industrial markets including base stations, 
rail/mass transit, process control, automotive manufacturing, heavy equipment, and 
petrochemical/power generation.   
 
Products include ruggedized-for-industry cylindrical, fiber optic, rectangular, and 
industrialized versions of Amphenol’s MIL-C-5015 cylindrical, MIL-C-26482 miniature 
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cylindrical and GT reverse bayonet cylindrical connectors. It employs more than 1,400 
people and is both ISO9001 and MIL-STD-790 certified.   
 
Amphenol Industrial Operations is a division of Amphenol Corporation, Wallingford, CT, 
one of the largest manufacturers of interconnect products in the world, with year 2006 
sales topping $2.5 billion. 
   


