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NEWS RELEASE  
 
Enhanced Connectors from Amphenol Mate to PCB with Straight or Right Angle 
Solder Pins 
Max M12 data link connectors are ideal for high speed transmission in harsh 
environments 
 
Sidney, N.Y. May 2016 – Amphenol Industrial Products Group, has enhanced its Max 

M12 product line to include board level connectors that mate to a PCB board with 

straight or right angle solder pins.  These new connectors are ideal for high speed data 

transmission devices found in harsh environments. 

 

The Max M12 can easily transmit high speed data in environments where there is high 

vibration, moisture, salt, dirt and debris.  Applications include camera and 

communication systems on construction, mining and agricultural equipment. It can also 

be used in rail and mass transit communication systems and for ruggedized factory 

automation.  

 

The field installable and repairable Max M12 offers discrete connections that seal in 

harsh environments without requiring overmolds.  The Max M12 family of connectors is 

based on IEC 61076-2-101 and SAE J2839. They are backward compatible and can be 

mated with any standard M12 connector with the same indexing.   
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The Max M12 is rated to 4 A, and can withstand extreme temperatures ranging from        

-55°C to 125°C.   All versions of this connector are IP67 or above, making them dust- 

and waterproof, resistant to high pressure wash downs and water immersion.  The Max 

M12 is also designed to endure a salt spray test for up to 240 hours. 

 

This enhanced Max M12 PCB header mates to an in-line that can withstand connector-

to-cable retention forces of 444 N and contact retention forces to 110 N. The in-line 

mate is housed in an HDM 12 EX impact resistant metal or plastic shell and both are 

available as 90° right angle or straight versions. The metal version is required for 

shielding. Both the 4- and 5-pin configurations are available with A, B, D and P polarity 

codes.  Additional pin counts and codes are available upon request. 

 

Technical Specifications 

 New PCB mount terminals are available in straight or right angle solder pins 

 Endures extreme temperatures ranging from -55°C to 125°C 

 Current rating of 4 A 

 IP67 and IP69K  

 Can withstand 240 hours of salt spray 

 Ideal for high speed data transmission connections found in harsh environments 

 

Delivery is 8-10 weeks ARO. 

 

For more information, please visit http://www.amphenol-industrial.com or e-mail 
kcunningham@amphenol-aio.com. 
 
Follow us: https://twitter.com/AmphenolAIO 
Get our updates: http://www.linkedin.com/company/amphenol-industrial-operations 
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READER SERVICE INQUIRIES: Please forward all reader service inquiries to Kelly 
Cunningham at Amphenol Industrial Products Group, Amphenol Corporation, 40-60 
Delaware Ave, Sidney, N.Y., 13838-1395; e-mail: kcunningham@amphenol-aio.com; 
Web: www.amphenol-industrial.com.   
 
EDITOR’S NOTE:  Amphenol Industrial Products Group, headquartered in a 307,000 
square foot facility in Sidney, N.Y., provides a full range of high reliability power/signal 
connectors and interconnection systems specifically for the industrial markets including 
rail/mass transit, process control, automotive manufacturing, heavy equipment, wireless 
base stations and petrochemical/power generation.   
 
Products include ruggedized-for-industry cylindrical, fiber optic, rectangular, and 
industrialized versions of Amphenol’s MIL-DTL-5015 cylindrical, MIL-DTL-26482 
miniature cylindrical and GT reverse bayonet cylindrical connectors. It employs more than 
900 people and is ISO9001, TS96949 and MIL-STD-790 certified.   
 
Amphenol Industrial Products Group is a division of Amphenol Corporation, Wallingford, 
CT, one of the largest manufacturers of interconnect products in the world, with year 2015 
sales topping $5.6 billion.   
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