
 

 

Editorial Contact: 
The Simon Group, Inc. 
Joanna Puglisi-Barley or Beth Smith  
Phone: (215) 453-8700 
E-mail:  publicrelations@simongroup.com 
Reference # APL-A-5022 
 

Amphenol Expands Its Global Market with Australian TUV Approval of Starline 

EX and Amphe-EX  
First multi-pin power/signal connectors to earn this designation  
 

Sidney, N.Y. June 2012 – Amphenol Industrial Global Operations, a global leader in 

interconnect systems, has expanded its worldwide reach earning Australian TUV 

approval for its Starline EX and Amphe-EX series of connectors. These connectors 

are the first multi-pin power/signal products within the connector market that have 

earned this designation.  This approval allows for both connector series to be used 

in the Australian mining and gas markets. 

 

Designed for hazardous ATEX and IECEx applications, these rugged connectors 

feature exceptional mating properties and are available in high grade 316 stainless 

steel.  These series of connectors offer a higher level of corrosion resistance for use 

in the harshest environments including mining, land drilling and offshore drilling.   

 

Martin Booker, general manager of Amphenol Industrial Global Operations, said, 

“Australian import conditions require that our products undergo successful safety 

checks based on IEC standards.  By obtaining TUV approval for Starline EX and 

Amphe-EX, Amphenol is now able to expand into a new geographic market and 

reach more customers worldwide.” 

 

“By utilizing its stainless steel hardware options, Starline EX and Amphe-EX have 

passed the stringent tests required to be recognized by TUV Australia,” continued 

Booker. 

-more- 
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Amphenol’s Starline EX and Amphe-EX are threaded, flameproof and fabricated to 

prevent the mixture of explosive gases and the electrical circuits by means of tighter 

tolerances in mated junctions. 

 

Both of the connector series are approved for Zone 1 rated applications and 

eliminate hardwiring to terminal blocks enclosed in junction boxes.  Each provides 

quick and safe interconnections to modular equipment. 

 

The Starline EX and Amphe-EX offer temperature ranges of -20ºC to +55 ºC (T5 

and T6 ratings available). 

 

Pricing for the Starline EX starts at $600 - $700 per mated set.  Pricing for the Amphe-

EX starts at $350 - $400 per mated set. Delivery is 8-10 weeks ARO. The connectors 

are also available through select distribution channels.  Consult factory for specific 

details. 

 

For more information, please visit  http://www.amphenol-industrial.com or e-mail 
starline@amphenol-aio.com. 
 
For high res download and full text:  
http://www.simongroup.com/PressRoom/press-release.php?Job=APL-A-5022  
 
For more news releases: http://www.simongroup.com/PressRoom/amphenol.php 
 

 Subscribe to Amphenol Industrial Global Operations’ RSS feed. 

 Follow us on Twitter:  Amphenol 

 Become a fan of Amphenol Industrial Global Operations 
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UPCOMING TRADESHOW:  Intersolar Europe, Munich, Germany 6/11-15; Global 
Petroleum Show, Calgary, Alberta, Canada, 6/12-14, Intersolar North America, San 
Francisco, 7/9-12; ONS, Stavanger, Norway 8/28 - 31  

http://www.amphenol-industrial.com/
http://www.simongroup.com/PressRoom/press-release.php?Job=APL-A-5022
http://www.simongroup.com/PressRoom/amphenol.php
http://feeds.feedburner.com/Amphen
http://twitter.com/#!/AmphenolA
https://www.facebook.com/?ref=lo#!/AmphenolIndustri
http://www.intersolar.de/en/intersolar.html
http://globalpetroleumshow.com/
http://globalpetroleumshow.com/
http://www.intersolar.us/en/intersolar.html
http://www.ons.no/
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READER SERVICE INQUIRIES: Please forward all reader service inquiries to 
Robert Fralicker at Amphenol Industrial Global Operations, Amphenol Corporation, 
40-60 Delaware Ave, Sidney, N.Y., 13838-1395; e-mail: rfralicker@amphenol-
aio.com; Web: www.amphenol-industrial.com.   
 

EDITOR’S NOTE:  Amphenol Industrial Global Operations, headquartered in a 
675,000 square foot facility in Sidney, N.Y., provides a full range of high reliability 
connectors and interconnection systems specifically for the industrial markets 
including base stations, rail/mass transit, process control, automotive manufacturing, 
heavy equipment, and petrochemical/power generation.   
 
Products include ruggedized-for-industry cylindrical, fiber optic, rectangular, and 
industrialized versions of Amphenol’s MIL-DTL-5015 cylindrical, MIL-DTL-26482 
miniature cylindrical and GT reverse bayonet cylindrical connectors. It employs more 
than 1,400 people and is both ISO9001 and MIL-STD-790 certified.   
 
Amphenol Industrial Global Operations is a division of Amphenol Corporation, 
Wallingford, CT, one of the largest manufacturers of interconnect products in the 
world, with year 2011 sales topping $3.9 billion. 
   
 

http://www.amphenol-industrial.com/

